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1. PROJECT LATITUDE: N. 38.260998, LONGITUDE: W. -122.745313
2. ALL SITE WORK SHALL COMPLY WITH THE REQUIREMENTS OF THE "SONOMA COUNTY" STORMWATER POLLUTION PREVENTION PROGRAM," MINIMUM EROSION/ SEDIMENT CONTROL MEASURES FOR SMALL CONSTRUCITON PROJECTS.
2. ALL WORK SHALL COMPLY WITH THE CURRENT STATE WATER RESOURCES CONTROL BOARD REQUIREMENTS AND THE WORK WILL SATISFY FAIRFAX TOWN CODE SECTION 8.32 AND 17.072.090 REQUIREMENTS.
3. DRAWINGS ARE PREPARED FROM INFORMATION MADE AVAILABLE BY THE OWNER AND ARE NOT A GUARANTEE OF EXISTING OR CONCEALED CONDITIONS. TOPOGRAPHIC AND REFERENCE LOCATIONS ARE BASED ON SITE SURVEY DATED "DATE OF SURVEY"

PREPARED BY SURVEYOR LISTED ON SHEET A000 - PROJECT DIRECTORY
4. FINISHED FLOOR ELEVATIONS INDICATED ARE FOR BUILDING(S) ONLY.  REFER TO CIVIL ENGINEERING DRAWINGS FOR ELEVATIONS RELATIVE TO THE REST OF THE SITE AND FOR SITE FEATURES NOT OTHERWISE INDICATED.
5. EXTERIOR CONCRETE FLATWORK: MAXIMUM SLOPE OF 1:20, U.NO.; EXTERIOR DOOR LANDINGS SHALL SLOPE 1/4” PER FOOT MAXIMUM FOR DRAINAGE.  CONCRETE SHALL SLOPE MINIMUM 1/8” PER FOOT AWAY FROM BUILDINGS.  CONCRETE WALKS PER

DETAIL 4/ A501
6. NEATLY CUT AND REMOVE SURFACES AND FINISHES AS REQUIRED OR TO A NATURAL POINT OF DIVISION TO ENABLE INSTALLATION OF UTILITIES OR OTHER CONCEALED WORK, WHETHER SPECIFICALLY SHOWN OR INFERRED FOR SUPPORT OR RENOVATION.
7. EXCAVATIONS:  BACKFILL AND COMPACT PROMPTLY AS WORK PROGRESSES.  MINIMIZE OPEN TRENCHES.
8. FINAL GRADE:  RAKE SMOOTH TO ONE-TENTH FOOT TOLERANCE.  ALLOW FOR TOPSOIL PLACEMENT, IRIGATION SLEEVE PLACEMENT AND LANDSCAPE PLANTING.
9. UNDERGROUND WORK:  ROUTE TO AVOID CONFLICT WITH INDICATED LANDSCAPING AND TREES.
10. TREE PROTECTION:  PROTECT EXISTING TREES AND VEGETATION TO REMAIN BY FENCING TO THE DRIP LINE AND AS OTHERWISE REQUIRED BY THE OWNER'S ARBORIST.  DO NOT TRIM OR MODIFY EXISTING TREES WITHOUT WRITTEN APPROVAL OF THE OWNER.  IF
EXISTING TREES CONFLICT WITH PROPOSED WORK, REQUEST INSTRUCTIONS IN WRITING.

•
• DATUM ELEVATIONS REFERENCE THE TOPOGRAPHICAL SURVEY (100'-0" = LEVEL 1 F.F.) FOR BUILDING HEIGHTS ABOVE GRADE REFER TO ELEVATIONS SHEETS A200-A203
• (E) SITE UTILITY LOCATIONS ARE TO REMAIN
• (E) LANDSCAPING TO REMAIN, INCLUDING TREES & VEGETATION
• (N) DRAINAGE AS NOTED IN THIS PLAN (A100)
• SITE GRADING:  THE GROUND IMMEDIATELY ADJACENT TO THE  FOUNDATION SHALL BE SLOPED AWAY FROM THE BUILDING AT A SLOPE OF NOT LESS THAN ONE UNIT VERTICAL IN 20 UNITS HORIZONTAL (5% SLOPE) FOR MINIMUM DISTANCE OF 10' MEASURED

PERPENDICULAR TO THE FACE OF THE WALL.
IMPERVIOUS SURFACES WITHIN 10 FT. OF THE BUILDING FOUNDATION SHALL BE SLOPED A MINIMUM OF 2% AWAY FROM THE BUILDING.

GENERAL NOTES - SITE PLAN
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50,000 GAL. FIRE
SUPPRESSION WATER
STORAGE TANK

RAINWATER COLLECTION
STORAGE TANK - 10,000 GAL.

100' BUILDING SETBACK

METAL STRUCTURE TO BE
REMOVED

PARKING AREA
(8) SPACES + (1) VAN ACC.
& (4) BICYCLES
4,204 S.F.

TENANT
LEASED LAND
BOUNDARY
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